Kaneka PTCA Catheter CO-R6
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Balloon lineup with ¢1.50mm
and @1.75mm for our challenge to
cross tight Ies_ions

2. Evolution 3. Confidence

Higher crossability with new hydrophilic Preserving dilatation accuracy even after
coating, low balloon profile and improved )\ repetitive inflation/deflationRBP : 22atm

shaft specifications 3 (for the balloon of ¢2.25-4.00mm)
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Balloon Diameter| Balloon Length | Shaft Outer Diameter Catalogue Number Balloon Diameter | Balloon Length |Shaft Outer Diameter
(mm) (mm) (Distal) (Fr/mm) (mm) (mm) (Distal) (Fr/mm)

RD3-8-150 1.50 8 2.5/0.84 RD3-15-200 2.00 15 2.5/0.84

RD3-8-175 : 8 2.5/0.84 RD3-15-225 2.25 15 2.6/0.86

RD3-10-200 | 2. 10 25084 RD3-15-250 2.50 15 2.6/0.86
RD3-10-225 : 10 2.6/0.86 RD3-15-275 2.75 15 2.6/0.86
RD3-10-250 . 10 . 2.6/0.86 RD3-15-300 3.00 15 2.6/0.86
RD3-10-275 : 10 2.6/0.86 RD3-15-325 3.25 15 2.6/0.86
RD3-10-300 . | 10 2.6/0.86 RD3-15-350 3.50 15 2.7/0.90
RD3-10-325 ] . 10 2.6/0.86 RD3-15-375 375 15 2.7/0.90
RD3-10-350 A 10 2.7/0.90 RD3-15-400 4.00 15 2.7/0.90
RD3-10-375 . 10 2.7/0.90 RD3-15-425 4.25 15 2.7/0.90
RD3-10-400 4 10 2.7/0.90 RD3-15-450 4.50 15 2.7/0.90
RD3-10-425 : 10 2.7/0.90 ~ RD3-20-250 | 2.50 20 2.6/0.86
RD3-10-450 : 10 2.7/0.90 RD3-20-275 275 20 2.6/0.86

RD3-20-300 [ 3.00 ‘ 20 2.6/0.86

+ Shaft Outer Diameter (Proximal) : 2.1Fr / 0.70mm RD3-20-325 3.25 20 2.6/0.86
* Radiopaque Markers : one in the middle (Balloon Diameter: 1.5, 1.75mm) ;

two (Balloon Diameter over 2.0mm) RD3-20-350 3.50 20 2.7/0.90

+ Catheter Effective Length : 1,460mm RD3-20-375 3.75 20 2.7/0.90

+ Compatible Gudewire Diameter : 0.014 inches RD3-20-400 4.00 20 2.7/0.90

Catalogue Number

® Do not re-use Sterilized using ethylene oxide [:E Consult instructions for use

Manufacturer

KANEKA CORPORATION

3-18, 2-Chome, Nakanoshima, Kita-ku, Osaka-city, OSAKA, 530-8288 JAPAN
Tel.No. : (+81)-(0)6-6226-5256 Tel.No. : (+81)-(0)3-5574-8136

EC-Representative

KANEKA PHARMA EUROPE N.V.

Nijverheidsstraat 16, 2260 Westerlo-Oevel, Belgium

Tel.No. : (+32)-(0)14-256-297 Fax No. : (+32)-(0)14-256-298
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